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GATE VALVE DIMENSIONS (CLASS 150—800). 

WE = Socket Weld / 
Threaded Ends 

FE = Flanged ends 
 
C = Center to top open 

ADDITIONAL  
MATERIALS AND 

CLASSES  
AVAILABLE UPON 

REQUEST. 

SIZE 
ASME 150 ASME 300 ASME 600 

Bolted Bonnet Bolted Bonnet Bolted Bonnet 
Standard Bore Standard Bore Standard Bore 

in A C D E A C D E A C D E mm FE FE FE 
½ 4.25 6.0 0.50 3.9 5.50 6.0 0.50 3.9 6.50 6.0 0.50 3.9 
13 108 153 13 100 140 153 13 100 165 153 13 100 
¾ 4.62 6.0 0.50 3.9 6.00 6.0 0.50 3.9 7.50 6.0 0.50 3.9 
19 117 153 13 100 152 153 13 100 190 153 13 100 
1 5.00 7.3 0.71 4.9 6.50 7.3 0.71 4.9 8.50 7.3 0.71 4.9 

25 127 185 18 125 165 185 18 125 216 185 18 125 
1¼ 5.50 8.7 0.94 6.3 7.00 8.7 0.94 6.3 9.00 8.7 0.94 6.3 
32 140 222 24 160 178 222 24 160 229 222 24 160 
1½ 6.50 9.4 1.14 6.3 7.50 9.4 1.14 6.3 9.50 9.4 1.14 6.3 
38 165 240 29 160 190 240 29 160 241 240 29 160 
2 7.00 11.0 1.46 7.1 8.50 11.0 1.46 7.1 11.50 11.0 1.46 7.1 

50 178 279 37 180 216 279 37 180 292 279 37 180 

SIZE 
ASME 800 

Bolted Bonnet Welded Bonnet 
Standard Bore Full Bore Standard Bore Full Bore 

in A C D E A C D E A C D E A C D E mm WE WE WE WE 
¼ 3.11 5.9 0.31 3.9 - - - - 3.11 6.2 0.31 3.9 - - - - 
6 79 149 8 100 - - - - 79 157 8 100 - - - - 
⅜ 3.11 5.9 0.39 3.9 - - - - 3.11 6.2 0.39 3.9 - - - - 
10 79 149 10 100 - - - - 79 157 10 100 - - - - 
½ 3.11 6.0 0.50 3.9 3.62 6.0 0.50 3.9 3.11 6.3 0.50 3.9 3.62 6.3 0.50 3.9 
13 79 153 13 100 92 153 13 100 79 161 13 100 92 161 13 100 
¾ 3.62 6.0 0.50 3.9 4.37 7.3 0.71 4.9 3.62 6.3 0.50 3.9 4.37 7.5 0.71 4.9 
19 92 153 13 100 111 185 18 125 92 161 13 100 111 190 18 125 
1 4.37 7.3 0.71 4.9 4.72 8.7 0.94 6.3 4.37 7.5 0.71 4.9 4.72 8.7 0.94 6.3 

25 111 185 18 125 120 222 24 160 111 190 18 125 120 220 24 160 
1¼ 4.72 8.7 1.14 6.3 4.72 9.4 1.14 6.3 4.72 8.7 1.14 6.3 4.72 9.4 1.14 6.3 
32 120 222 29 160 120 240 29 160 120 220 29 160 120 240 29 160 
1½ 4.72 9.4 1.14 6.3 5.51 11.0 1.46 7.1 4.72 9.4 1.14 6.3 5.51 11.0 1.46 7.1 
38 120 240 29 160 140 279 37 180 120 240 29 160 140 279 37 180 
2 5.51 11.0 1.46 7.1 6.30 13.1 1.89 7.9 5.51 11.0 1.46 7.1 6.30 12.6 1.89 7.9 

50 140 279 37 180 160 333 48 200 140 279 37 180 160 319 48 200 

Bolted Bonnet Flanged Ends Design Welded Bonnet Socket Weld Ends Design 
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GATE VALVE DIMENSIONS (CLASS 1500—2680). 

WE = Socket Weld / 
Threaded Ends 

FE = Flanged Ends 
 
C = Center to top open 

ADDITIONAL  
MATERIALS AND 

CLASSES  
AVAILABLE UPON 

REQUEST. 

SIZE 
ASME 1500 & 1690 

Bolted Bonnet Welded Bonnet 
Standard Bore Full Bore Standard Bore Full Bore 

in A C D E A C D E A C D E A C D E mm FE WE WE WE WE 
¼ - 3.11 6.9 0.31 3.9 - - - - 3.11 6.9 0.31 3.9 - - - - 
6 - 79 175 8 100 - - - - 79 175 8 100 - - - - 
⅜ - 3.62 7.0 0.50 3.9 - - - - 3.62 6.9 0.50 3.9 - - - - 
10 - 92 178 13 100 - - - - 92 175 13 100 - - - - 
½ 8.50 3.62 7.1 0.50 4.9 4.37 7.1 0.50 4.9 3.62 7.1 0.50 4.9 4.37 7.1 0.50 4.9 
13 216 92 181 13 125 111 181 13 125 92 181 13 125 111 181 13 125 
¾ 9.00 4.37 7.1 0.50 4.9 4.72 8.6 0.71 6.3 4.37 7.1 0.50 4.9 4.72 8.6 0.71 6.3 
19 229 111 181 13 125 120 218 18 160 111 181 13 125 120 218 18 160 
1 10.00 4.72 8.6 0.71 6.3 4.72 9.3 0.94 6.3 4.72 8.6 0.71 6.3 4.72 9.3 0.94 6.3 

25 254 120 218 18 160 120 237 24 160 120 218 18 160 120 237 24 160 
1¼ 11.00 4.72 9.3 0.94 6.3 5.51 10.8 1.14 7.1 4.72 9.3 0.94 6.3 5.51 10.8 1.14 7.1 
32 279 120 237 24 160 140 274 29 180 120 237 24 160 140 274 29 180 
1½ 12.00 5.51 10.8 1.14 7.1 6.30 12.6 1.46 7.9 5.51 10.8 1.14 7.1 6.30 12.6 1.46 7.9 
38 305 140 274 29 180 160 319 37 200 140 274 29 180 160 319 37 200 
2 14.50 6.30 12.6 1.46 7.9 9.1 13.6 1.89 7.9 6.30 12.6 1.46 7.9 9.1 13.6 1.89 7.9 

50 368 160 319 37 200 230 345 48 200 160 319 37 200 230 345 48 200 

SIZE 

ASME 2500 & 2680 
Bolted Bonnet Welded Bonnet 
Standard Bore Standard Bore 

in A 
C D E 

A 
C D E mm WE WE 

½ 5.91 11.2 0.55 6.3 5.91 10.0 0.55 6.3 
13 150 284 14 160 150 253 14 160 
¾ 5.91 11.2 0.55 6.3 5.91 10.0 0.55 6.3 
19 150 284 14 160 150 253 14 160 
1 6.69 12.9 0.75 7.9 6.69 11.5 0.75 7.9 

25 170 327 19 200 170 291 19 200 
1¼ 7.87 14.7 1.00 9.8 7.87 13.3 1.00 9.8 
32 200 374 25 250 200 339 25 250 
1½ 7.87 14.8 1.10 9.8 7.87 13.5 1.10 9.8 
38 200 377 28 250 200 342 28 250 
2 9.84 17.1 1.38 11.8 9.84 15.7 1.38 11.8 

50 250 434 35 300 250 398 35 300 

Bolted Bonnet Flanged Ends Design Welded Bonnet Socket Weld Ends Design 






